
Dodge RamBox (5’7” and 6’4” Long)
Instructions to Mount Side Rails

NOTICE to Installer: Use these instructions in place 
of the side rail instructions in the Owner’s Manual.  
Use owner’s manual for remaining cover installa-
tion. When done, keep these instructions with the 

Owner’s Manual.  

TOOLS NEEDED:
            a)  Ratchet w/ short extension and 10mm socket
            b)  Torque wrench --inch pounds
            c)  Protective Eyewear
 

IMPORTANT NOTE:

1

Remove 5 bolts (10mm socket) that hold cargo rail to 
box. Photo shows passenger side.
(Bolts will not be reused-save with vehicle.)

a) Cargo rail is still loosely attached to box with 2 nylon 
anchors. Starting at front, pull on cargo rail until 
anchors let loose and cargo rail is free from box.

b)

Cargo Rail Posistion Half Clamp 
this end up

Nylon 
Spacer

Bolt with
Lock Washer
and Flat
Washer

Spacer Used at 3 
Interior Locations Only

No Spacer at Front and 
Rear Locations

At 3 middle bolt hole locations 
in cargo rail, insert a bolt with lock 
washer and flat washer into rail. 
On other side, slide a half clamp 
and spacer over end of each bolt 
as shown. Note orientation of 
clamp.

a) Align cargo rail with bolt holes 
on box wall. Turn these 3 bolts 
enough to engage several threads.  
Leave bolts loose for now.

b) At front insert bolt, lock washer 
and flat washer through hole in 
rail, then a half clamp (no spacer) 
on other side and start threads.  
Repeat at rear of rail. Do not use 
spacer at front and rear of rail.  
Leave bolts loose for now. 

c)

Cargo Rail

REMOVE CARGO RAIL

2 REATTACHING CARGO RAIL WITH NEW HARDWARE
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